
 

 

Product Care and Maintenance 

 

Authentic Ceramic Tile & Porcelain 

 Post installation  

o Please do not use your KwikFit Tile Systems unit for at least 24 hours 

after installation. 

o Please do not clean your KwikFit Tile Systems unit for at least 72 hours 

after installation.   

 Normal Care 

o Your KwikFit Tile Systems unit comes with a professional grade grout 

that never requires sealing and is highly resistant to cracking, staining, 

mold and mildew.    

o The flexible sealant in the corner seams of your KwikFit System do need 

to be maintained.  Periodic visual inspections are necessary and upon 

discovery of any voids in the grout and or flexible sealant in any areas 

contact KwikFit Tile Systems or our local Exclusive KwikFit Dealer.     

 Routine Cleaning 

o Do not use cleansers and detergents made for other bathroom fixtures 

on your tile surround because they may contain abrasives and chemicals 

that will scratch your tile and damage your grout.  

o Use a soft sponge and pH neutral ceramic and porcelain tile cleansers 

for routine cleaning.  While some people recommend using a white 

vinegar and water solution to clean ceramic and porcelain tiles we 

advise against it.  Vinegar is highly acidic and can damage the glaze on 

your tiles. 

 Repairs 

o It is very important to understand that your KwikFit System is not a 

conventional shower.  Upon discovery of any damaged tiles or areas 

that require replacement, please contact KwikFit Tile Systems or the 

exclusive dealer you purchased the shower from in your area.   

 

Authentic Stone 

 Post installation  



 

o Please do not use your KwikFit Tile Systems unit for at least 24 hours 

after installation. 

o Please do not clean your KwikFit Tile Systems unit for at least 72 hours 

after installation.   

 Normal Care 

o Your KwikFit Tile Systems unit comes with a professional grade grout 

that never requires sealing and is highly resistant to cracking, staining, 

mold and mildew.   

o All Stone materials (granite, travertine, limestone, marble) are porous, 

they will therefore absorb moisture and require maintenance.   

o With a bathroom being such a moist environment it is vital to protect 

your stone with a stone sealer when it is installed. 

o Your KwikFit Tile Systems unit has been pre-sealed upon installation.  

This sealant carries a 15 - year warranty.  Our recommendation would be 

to re-seal any stone products every 10 years.    

o The flexible sealant in the corner seams of your KwikFit System do need 

to be maintained.  Periodic visual inspections are necessary and upon 

discovery of any voids in the grout and or flexible sealant in any areas 

contact KwikFit Tile Systems or your local Exclusive KwikFit Dealer.     

 Routine Cleaning 

o Stone is considered by many to be the most beautiful and elegant of all 

hard surface materials.  In comparison to ceramic tile & porcelain it does 

require more care.   

o Prevention really is the key to maintaining Stone. Most bathroom 

cleaners, including many homemade varieties, may wear away your 

sealer, allowing hard water, acids from personal care products, and 

organic material like mold and mildew to penetrate your stone. 

o When cleaning your stone tile, always use a pH neutral tile cleaner that 

is a 100% natural cleaner that will protect your stone surfaces from 

soap surfactant, hard water deposits, stains, mineral buildup and more.  

 

 


